NAVSEA
STANDARD | TEM

FY- 05

| TEM NO 009- 97
DATE: 29 AUG 2003
CATEGORY: I

1. SCOPE:

1.1 Title: Shipbuilding and Ship Repair Operations National Em ssion
Standard for Hazardous Air Pollutants (NESHAPS) for Surface
Coating Information; provide

2. REFERENCES:

2.1 40 CFR Part 63, National Enission Standards for Hazardous Air
Pol utants for Source Categories, Subpart |

3. REQUI REMENTS:
3.1 Contractor facility availabilities:

3.1.1 Designate a primary and secondary point of contact to receive
reports applicable under this item

3.1.2 Submit one legible copy, in hard copy or electronic nedia, of
the nanes of the primary and secondary point of contact to the SUPERVI SOR
prior to the start of the availability.

3.2 overnment facility availabilities:

3.2.1 Provide certification to the SUPERVI SOR, using Attachment A
(for Option 1, 2, and 3 thinning requirenment use only) or Attachment B (for
Option 4 thinning requirenent) on the as-supplied coating by the manufacturer
or simlar formas authorized by the SUPERVI SOR

3.2.1.1 For coatings to which thinners nust not be added, the
coating contai ner must have a | abel stating "NO TH NNI NG'

3.2.1.2 For coatings to which thinners are to be added,
designate a single thinner to be used and determni ne the maxi mum al | owabl e
thinning ratio using Equation One of 2.1, apply a label to the coating
contai ner stating that "TH NNER MAY BE ADDED' and al so supply the maxi mum
al | owabl e thinning ratio.
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3.2.2 No later than the 15th of each nonth, or at the end of each
job, whichever is earlier, submt one |egible copy, in hard copy or electronic
nmedi a, of a report listing the followi ng to the SUPERVI SOR

3.2.2.1 Volunme and type of each coating used the previous
nont h.

3.2.2.2 Volunme and type of thinner used the previous nonth.

3.2.2.3 Calculations used to determ ne the maxi num al | owabl e
thinning ratio for each coating that was thinned the previous nonth.

3.2.3 Al handling, thinning, and transfer of coatings, solvents,
and rel ated waste shall be done in a manner that ninimzes spills.

3.2.3.1 Al containers of coatings, solvents, and rel ated
wast e shall be free of cracks, holes, defects, etc., and remain closed unless
materi al s are bei ng added or renpved fromthe container

3.2.3.2 Al waste materials including rags, brushes, and
rollers shall be kept in tightly closed containers that mninize evaporation

4. NOTES:

4.1 None.
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ATTACHVENT A (For Option 1,2,& 3 Thinning Requirement Use Only)

VOC DATA SHEET

PROPERTI ES OF THE COATI NG "AS SUPPLI ED' BY THE MANUFACTURER

Coati ng Manufacturer:

Coating ldentification:

Batch Identification:

Suppl i ed To:

Properties of the coating as supplied to the custoner:

A. Coating Density: (D) o/ L
~ ASTM D1475-90  Ocher?

B. Total Volatiles: (m)s Mass Percent
~ ASTM D2369-93  Oher?

C. Water Content:

1. (m)s Mass Percent
~ ASTM D3792-91  ASTM D4017-90  Other!?
2. (Vw) s Vol unme Per cent
~_ Calculated ~ Ohert

D. Oganic Volatiles: (m)s Mass Percent

E. Nonvolatiles: (Vn) s Vol unme Per cent
~_ Calculated ~ Ohert

F. VOC Content (VOO)s:

1. g/ L solids (nonvol atiles)

2. g/L coating (less water and exenpt conmpounds)
G Thinner Density: D o/ L

~_ AST™ O her!

Remarks: (use reverse side)

H Certification:

Si gned: Dat e:

! Explain the other nethod used under "Remarks"
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ATTACHVENT B (For Option 4 Thinning Requirement Use Only)

VOHAP DATA SHEET

PROPERTI ES OF THE COATI NG "AS SUPPLI ED' BY THE MANUFACTURER

Coati ng Manufacturer:

Coating ldentification:

Batch Identification:

Suppl i ed To:

Properties of the coating as supplied to the custoner:

A. Coating Density: (D) o/ L
~ ASTM D1475-90  Ocher?

B. Total Volatiles: (m)s Mass Percent
~ ASTM D2369-93  Oher?

C. Water Content:

1. (m)s Mass Percent
~ ASTM D3792-91  ASTM D4017-90  Other!?
2. (Vw) s Vol unme Per cent
~_ Calculated ~ Ohert

D. HAP Vol atiles: (Mhap) s Mass Percent

E. Nonvolatiles: (Vn) s Vol unme Per cent
~_ Calculated ~ Ohert

F. VOHAP Content (VCHAP)g:

1. g/L solids (nonvol atiles)

2. g/L coating (less water and exenpt conmpounds)
G Thi nner VOHAP Density: D h(vohap) o/ L

~_ AST™ O her!

Remarks: (use reverse side)

H Certification:

Si gned: Dat e:

! Explain the other nethod used under "Remarks"

4 of 4

| TEM NO

009- 97
FY- 05



